
WARNING   Never take risks with electrical safety. Always disconnect the mains power before 
beginning any electrical work and test that it is isolated - it is NOT enough just to turn off the light switch. 
Electrical products must be installed in accordance with IET regulations (BS 7671). If you are in any doubt, 
always consult a qualified electrician or an experienced person registered with an electrical Competent 
Person Scheme. Further information is available online or from your Local Authority. If the lighting circuit 
is not protected by a Residual Current Device (RCD) then the installation should be carried out and 
tested by a qualified electrician. If necessary, use a suitable stepladder, but first read the useful advice 
given by the Health and Safety Executive. Visit www.hse.gov.uk and search for ‘using stepladders’.

Your inline switch
Your inline switch is suitable for indoor use only, with 
light fittings up to 700W (3A at 230VAC). This switch 
should be used with a suitable cable and a fused (3A) 
mains plug. If your light fitting is double insulated (class 
2) denoted by the  logo), then it is not necessary to 
make an earth connection through the switch and two-
core cable will suffice. Otherwise, you will need to use 
a three-core mains cable that has an earth connection.    

IMPORTANT: If you are in any doubt, STOP and seek 
professional help. Do not proceed unless you are sure.

To fit your inline switch 
1 Ensure that the mains supply to the circuit is fully 

isolated. 

2 Open the inline switch body by carefully prising the 
top section away from the base.

3 Using a medium Posidrive® screwdriver, remove the 
cable clamps at each end.

4 Prepare the cable from the mains plug as well as the 
one leading to the light fitting. You will need to cut 
the cores to different lengths to suit the positions of 
the various switch connections. 

5 Once the lengths have been cut, for each core, strip 
roughly 7mm of the insulation. If possible, crimp a 
suitable insulated ferrule to each core before placing 
them into the appropriate connection points (see 
diagram on the right) and using a small flat blade 
screwdriver to tighten them in place. The live 
connections go to the central block; the neutrals 
to one of the side terminals and the earths to the 
other side terminal - double check that there are no 
crossovers between connection types.

IMPORTANT: Ensure that all connections are 
carefully made and are clearly separated from each 
other.

6 Fit the cable clamps so they firmly hold the two 
cables in place.

7 After a final check, place the top section of the inline 
switch onto the base and click it shut.    

Connection Old wire New wire Diagram 
 colours colours shading

Live (L) Red Brown 

Neutral (N) Black Blue 

Earth ( ) Green Green/Yellow 
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